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Previous work established fundamental bounds on subwavelength resolution for the radar range
resolution problem, called superradar [Phys. Rev. Appl. 20, 064046 (2023)]. In this work, we
identify the optimal waveforms for distinguishing the range resolution between two reflectors of
identical strength. We discuss both the unnormalized optimal waveform as well as the best square-
integrable pulse, and their variants. Using orthogonal function theory, we give an explicit algorithm
to optimize the wave pulse in finite time to have the best performance. We also explore range resolu-
tion estimation with unnormalized waveforms with multi-parameter methods to also independently
estimate loss and time of arrival. These results are consistent with the earlier single parameter
approach of range resolution only and give deeper insight into the ranging estimation problem. Ex-
perimental results are presented using radio pulse reflections inside coaxial cables, showing robust
range resolution smaller than a tenth of the inverse bandedge, with uncertainties close to the derived
Cramér-Rao bound.

I. INTRODUCTION

An outstanding problem in remote sensing is to go
beyond established range resolution limits. The accom-
plishment of this research task would permit the use of
long wavelength waves to resolve features of a target that
are many times smaller than the shortest wave compo-
nent of a pulse. We have recently demonstrated this pos-
sibility in a coaxial cable experiment carrying radio waves
[1]. In that experiment a bandlimited pulse was used to
resolve two depths finer than 10× the historic radar reso-
lution limits [2–4]. However, this first experiment did not
optimize either the pulse shape, or the data processing of
the return signal. Recent theory calculated classical and
quantum Fisher information bounds on the range resolu-
tion [5], generalizing the problem to unequal scatterers,
as well as multiple scatters for this model system.

The purpose of this article is to find the best radar
ranging pulse possible, given the constraint of a fixed
band-edge for the Fourier transform. While we explored
some good candidates for different types of waveforms in
Ref. [5], it is of fundamental interest to know the best
case result. We will show this optimal pulse maximizes
the Fisher information for the simplest case of the two
point reflectors of equal amplitude. From this point of
view, our solution is analogous to the ‘NOON’ states
of the best phase estimation states in a quantum opti-
cal interferometer [6], or the GHZ states [7] in quantum
metrology theory, used to achieve Heisenberg scaling [8].

The article is organized as follows: In Sec. II we intro-
duce the problem of range resolution in remote sensing.
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In Sec. III we review our previous results in the Fisher in-
formation bounds on the range resolution parameter. In
Sec. IV, we apply quantum metrology methods to max-
imize the Fisher information and find the optimal wave.
We continue this analysis in Sec. V and find methods
to produce a finite energy waveform that can asymptot-
ically reach the Fisher information bound. In Sec. VI
we show how these solutions can be mapped to arbitrary
frequency band intervals. We reconsider the estimation
problem in Sec. VII and show how to estimate the time of
arrival (total range) as well as the loss and range resolu-
tion parameter. Our results there complement the single
parameter results derived previously, and give further in-
sight. We conclude in Sec. IX.

II. RANGE RESOLUTION IN REMOTE
SENSING

We consider the simplest case of two equal-amplitude
point scatterers of electromagnetic radiation, and our
task is to determine (i) the minimal discrimination dis-
tance of the two targets and (ii) the precision on the
range between them, focusing on subwavelength range
resolution. It must be stressed that range resolution is a
very different task than ranging accuracy - in resolving
two or more targets, the reflected waves interfere giving
rise to ambiguity in the return signal. We introduce a
simple one dimensional model, where the electric field
spatial envelope, of the form f(x), is sent out and a re-
turn wave of the form

fl(x) =
1

2
(f(x− l/2) + f(x+ l/2)), (1)

is detected. For simplicity, we have chosen to set the ori-
gin halfway between the two scattering centers. Here l
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is the distance between the two scatterers that we wish
to estimate. In a remote sensing context, the amplitude
of the returning pulse is typically attenuated from the
outgoing intensity by many orders of magnitude, so the
absolute amplitude of the pulse is assumed to be unre-
lated to the target properties, and cannot be used in the
range resolution estimation task. Consequently, we con-
sider the normalized version of Eq. (1) and take either the
amplitude of the returning field relative to the detector
noise, or the number of detected photons as the metrolog-
ical resource. We assume the function f is analytic and
normalized, except in Sec. VII, where we broaden the es-
timation problem to also consider time-of-flight and total
loss, as well as the range resolution parameter. We are
most interested in the case where the function is band-
limited, having an upper frequency cut-off f0, and when
the range resolution parameter, l < 1/(2πf0), is break-
ing the long-standing trade-off between target resolution
and wave carrier frequency [2–4]. We note that we have
set the velocity of the pulse inside the medium equal to
unity.

III. FISHER INFORMATION FOR FIELD
DETECTION

The inverse Fisher information bounds the variance of
any unbiased estimator l̂ of the parameter l, for large
data sets

Var[l̂] ≥ 1

MI(l)
, (2)

where M is the number of repetitions of the measure-
ment, the Cramér-Rao bound [9]. The Fisher informa-
tion formalism has been widely applied to bound estima-
tion precision in coherent and incoherent optics, see e.g.
[10–12].

We previously found [5] that the Fisher information for
noisy field detection is given by

If ≈ 1

Σ2

∫
dx

(
∂(Nlfl(x))

∂l

)2

, (3)

where Nl is the parameter-dependent normalization, and
Σ2 is the detector noise power, relative to the signal size.
This result can be further simplified for the range reso-
lution problem as

Σ2If = −(∂l lnNl)
2+

N 2
l

16

∫
dx(f ′(x+l/2)−f ′(x−l/2))2.

(4)
The small l (deep subwavelength) behavior is given by

Σ2If ≈ l2

16

(∫
dxf ′′(x)2 −

(∫
dxf ′(x)2

)2
)
. (5)

Here we assume well-defined first and second derivatives
of the function f(x), as well as square integrability. The

term in parenthesis may be written as

Var
[
p̂2
]
f
=

∫
dxf ′′(x)2 −

(∫
dxf ′(x)2

)2

, (6)

where we defined the variance of the operator p̂ = −i∂x
in the state f as Var[...]f . We see immediately that in
the position basis, we recover our previous result for the
classical Fisher information, as is expected.
The variance of p̂2 can be calculated most easily in

momentum space (k) to find

Var
[
p̂2
]
f
=

∫ ∞

−∞
dk|f̃(k)|2k4 −

(∫ ∞

−∞
dk|f̃(k)|2k2

)2

,

(7)

where f̃ is the Fourier transform of f . Band limited func-
tions have a spectral weight that is exactly zero beyond
the band edges [−k0, k0].

IV. THE BEST WAVE

From the Cramér-Rao bound, we get the best preci-
sion on the range resolution when the Fisher informa-
tion is maximized. Focusing on the deep subwavelength
resolution case, we seek waveforms that maximize the
variance of the square of the momentum, given that we
have a constraint that the pulse is band-limited. That is,
the spectral weight is exactly zero for |k| > k0. We can
leverage results in quantum metrology [13] because we
are dealing with normalized waveforms. It is well-known
in the quantum metrology literature that to maximize
the variance of an operator Â, the state is prepared such
that it is an equal superposition between the maximum
and minimum eigenvalue,

|ψ⟩ = |amax⟩+ |amin⟩√
2

, (8)

where we introduced the eigenstates |aj⟩ of the operator

Â such that Â|aj⟩ = aj |aj⟩. The values amax or amin are
the maximum or minimum eigenvalue.
Straightforward calculation shows that the variance of

Â in this state gives

⟨ψ|Â2|ψ⟩ − ⟨ψ|Â|ψ⟩2 =
1

4
(amax − amin)

2. (9)

Applied to our case, we are interested in Â = p̂2. For
band-limited functions the maximum eigenvalue is k20,
which can be realized with momentum eigenstates |±k0⟩.
We take the symmetric combination, |λmax⟩ = (|k0⟩+ |−
k0⟩)/

√
2. The minimum eigenvalue is 0, corresponding

to the momentum eigenstate |λmin⟩ = |0⟩, corresponding
to a dc off-set.
Therefore the optimal state is given by |ψ⟩ =

(1/2)(|k0⟩ + | − k0⟩) + (1/
√
2)|0⟩. This corresponds to

a 3 tooth frequency comb with weights 1/2 at the band
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edges and weight 1/
√
2 at zero frequency. In real space

the wave is given by

ψ(x) = cos(k0x) +
1√
2
. (10)

The overall amplitude is unimportant since this is a
non-normalizable wave. The variance of the momentum
squared for the wave is given from Eq. (9) by

Var[p̂2]ψ = k40/4. (11)

This result sets the upper bound of the variance for band-
limited waves. Unfortunately, the wave exists across all
space, and also has a DC off-set, making it useless for
radar ranging. In the next section, we will show we can
approach this performance using a finite-energy pulse.

The reason the DC offset is needed is that the height
of the two comb-teeth at the band edges changes when
the separation l is varied, but the overall signal return is
assumed to be unrelated to the scattering problem. Sim-
ilar to the method used in our previous article [1], the
DC offset gives a self-referencing feature to the pulse -
the zero frequency comb tooth is insensitive to the sepa-
ration l, so its height, compared to the band-edge heights,
permits the unambiguous estimation of the separation of
the reflectors.

V. THE BEST PULSE

While the above result is optimized for a pure sinuso-
dial wave, we often require that only normalizable func-
tions are permitted that vanish sufficiently fast for large
time (or space), corresponding to a finite energy solution.

We begin by rescaling the momentum scale in units of
k0, (p = k0u) so that the scaled variance of p̂2 is given
by

4Var(p̂2)

k40
= 4

[∫ 1

−1

du|f̃(u)|2u4 −
(∫ 1

−1

du|f̃(u)|2u2
)2
]
.

(12)
According to the result (11) of the previous section, this
quantity, defined as R = 4Var(p̂2)/k40, must be between
[0, 1].

One simple way to create a bandlimited waveform is to
take the optimal wave (10) and multiply it by a sinc func-
tion. This will shift the band edge, but we can readjust
the wave frequency so the band edge is kept the same:

S(x) =

√
k0
π
sinc

(
k0x

d

)(
cos

(
k0x

(
1− 1

d

))
+

1√
2

)
.

(13)
Here the dimensionless parameter d controls how long
the sinc function takes to decay in time, giving a finite-
energy wave we have chosen to normalize. An example is
plotted in Fig. 1 for the value d = 50. The sinc function
has the effect of turning the delta-spikes in the Fourier
domain into rectangles. As the parameter d increases,

-200 -100 100 200
t

0.05

0.10

S(t)

FIG. 1: Plot of S(t) versus t (in units of 1/k0) for the
value d = 50, corresponding to R ≈ 0.92.

100 200 300 400 500
d

0.6

0.7

0.8

0.9

1.0
R

FIG. 2: Plot of R versus d.

the resolving ability of the pulses increases towardR = 1,
but at the price a progressively longer pulse, see Fig. 2.
Another approach to finding these special waveforms

that can approach the upper limit on the variance of the
square-momentum is by using the formalism recently in-
troduced in Ref. [14], based on orthogonal function the-
ory. We write the waveform in the Fourier space as a
superposition of Legendre polynomials, Pn(u).

f̃(u) =

∞∑
n=0

cn

√
2n+ 1

2
Pn(u). (14)

Here cn are an arbitrary set of complex coefficients. The
polynomials are defined on [-1, 1] and define an orthonor-
mal function basis of band-limited functions,∫ 1

−1

du

√
2n+ 1

2
Pn(u)

√
2m+ 1

2
Pm(u) = δn,m. (15)

We impose the normalization of the pulse,∫ 1

−1

du|f̃(u)|2 =

∞∑
n=0

|cn|2 = 1, (16)

where we used the orthonormality of the scaled Legendre
polynomials. In the real space, the Fourier transform of
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the Legendre polynomials are spherical Bessel functions
jn(t).

f(t) =

√
2

π

∞∑
n=0

cn

√
2n+ 1

2
injn(t). (17)

The second moment of u can be found by

⟨u2⟩f =

∫ 1

−1

du|f̃(u)|2u2 =

∞∑
n,m=0

cnc
∗
m(u2)n,m. (18)

We have defined the matrix elements

(u2)n,m =

√
2n+ 1

2

√
2m+ 1

2

∫ 1

−1

duPn(u)Pm(u)u2.

(19)
Therefore the second moment may be written as a
quadratic form using a vector of coefficients c⃗ and a ma-
trix u2,

⟨u2⟩f = c⃗ † · u2 · c⃗. (20)

Furthermore, we can diagonalize the matrix u2, by in-
troducing eigenvalues λn and eigenvectors v⃗n,

u2 · v⃗n = λnv⃗n. (21)

We choose the optimized set of coefficients as discussed
above in order to maximize the variance of u2,

c⃗opt =
1√
2
(v⃗max + v⃗min) , (22)

in order to maximize the variance of (p̂)2. Here the max
and min refer to the eigenvectors associated with the
smallest and largest eigenvalues. We then have

Var[u2]f =
1

4
(λmax − λmin)

2. (23)

In practice, we truncate the matrix u2 at a finite di-
mension N . We can then see how the variance of the
second moment of the momentum increases as N is in-
creased. The square difference of the maximum and min-
imum eigenvalue is plotted versus matrix dimension N in
Fig. 3. For the case where N = 12, the optimal waveform
is plotted in Fig. 4. In both this case, and the example of
Fig. 1, the parameter R ≈ 0.92, showing this construc-
tion is more compact in time (or space).

VI. SHIFTED BANDWIDTH

Often for technical reasons, we are restricted to work
between a finite band [k1, k2], that is asymmetric around
0 frequency (we take k1, k2 > 0 for simplicity, otherwise
we keep the dc offset). The preceding derivation can be
easily adapted to this case. For the best wave, we simply
have a superposition of the upper and lower band edges,

|ψ⟩ = 1√
2
(|k1⟩+ |k2⟩), (24)

5 10 15 20
N

0.2

0.4

0.6

0.8

1.0
(λmax - λmin)

2

FIG. 3: The square different of maximum and minimum
eigenvalues of matrix u2 is plotted versus matrix

dimension N . It rapidly approaches its upper bound of
1.

-100 -50 50 100
t

-0.10

-0.05

0.05

0.10

0.15

0.20

0.25

f (t)

FIG. 4: The optimal pulse for the dimension N = 12 is
plotted versus time t (or position), in units of the
inverse bandedge. This function corresponds to

R ≈ 0.92.

so the maximum variance is given by

Var[p̂2]ψ = ∆k2 k̄2, (25)

where ∆k = k2−k1 is the bandwidth, and k̄ = (k1+k2)/2
is the central frequency.
To adapt the best pulse results to an asymmetric band-

width, we quote our earlier results from the general the-
ory of bandlimited functions [14] which states that any
bandlimited function can always be mapped to the fre-
quency interval [−1, 1] by a change of variable. To map a
function f(τ) of dimensionless time τ back to a function
g(t) of real time and an arbitrary bandwidth [k1, k2], we
have the correspondence,

g(t) = f

(
t∆k

2

)
exp(ik̄t). (26)

However, in order to find a suitable pulse approxima-
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-3 -2 -1 1 2 3
t(μs)

-0.10

-0.05

0.05

0.10

g(t)

FIG. 5: Example of an optimal pulse plotted in time (in
µs) for dimension N = 12, and a shifted band-limit of

k1 = (10/2π) MHz and k2 = (50/2π) MHz.

tion to this optimal wave, we can apply the same method
as before, and instead optimize the variance of p̂, which
will produce an equally weighted state at the band edges
before it is shifted as shown above. An example of a
shifted solution is shown in Fig. 5, for a physical band
limit of ([10− 50]/2π) MHz. Before shifting it, the state
corresponds to a variance Var[p̂]g = ⟨u2⟩ ≈ 0.97, ap-
proaching the upper bound of 1. The resulting waveform
gives a normalized, band-limited, pulsed version of the
wave cos(10t)+ cos(50t), where t is here measured in µs.

VII. UNNORMALIZED WAVEFORMS

It is also possible to work with unnormalized wave-
forms at the price of also estimating the overall amplitude
of the returning signal. We consider the model where a
waveform f(x) is sent out and a returning waveform is
measured together with the detector noise ξ(x) with noise

power σ2 as

s(xk) = A[f(x−x0+l/2)+f(x−x0−l/2)]/2+ξ(x). (27)

Here A is the overall reduction of amplitude (typically
orders of magnitude lower than the sent amplitude) that
we assume is independent of the other parameters. The
range resolution is l. We also include the temporal (con-
verted to spatial) offset of the pulse x0 that we should
also estimate.
Following the treatment of Ref. [5], we can apply multi-

parameter estimation to this model, given data s(x). The
Fisher information for a multi-dimensional Gaussian dis-
tribution is

Iij =
1

σ2

∑
k

∂µθ⃗(xk)

∂θi

∂µθ⃗(xk)

∂θj
, (28)

where µθ⃗(x) = A[f(x − x0 + l/2) + f(x − x0 − l/2)]/2

is the mean of the distribution at position x, where θ⃗ =
(A, x0, l)

T is the parameter vector to be estimated.
We are interested in the deep subwavelength case, so

we can expand to leading order in l,

µθ⃗(x) ≈ A

[
f(x− x0) +

l2

8
f ′′(x− x0)

]
. (29)

A simple example illustrates the challenge: Consider
f(x − x0) = sin(k0(x − x0)). Then we have µ ≈
A(1 − k20l

2/8) sin(k0(x − x0)). We see the mean has an
effective loss factor A′ = A(1 − k20l

2/8) that is impos-
sible to distinguish from the range parameter l if both
are fixed for this simplest wave. We notice that if the
wavenumber k0 is changed, that the relative amplitude
will change such that l can be estimated - this strategy
can be exploited with a frequency comb technique, or
even the optimal 3-tooth comb discussed in the previous
section.
We write the sum over space in the Fisher informa-

tion as an integral, ∆x
∑
k =

∫
dx, where ∆x is the

discritization of space (converted from time), and define
Σ′2 = ∆xσ2 to find the Fisher information (to leading
order) to be

Σ′2I =

 ∫
dxf(x− x0)

2 0 Al
4

∫
dxf(x− x0)f

′′(x− x0)
0 A2

∫
dxf ′(x− x0)

2 0
Al
4

∫
dxf(x− x0)f

′′(x− x0) 0 A2l2

16

∫
dxf ′′(x− x0)

2

 . (30)

From here on we set the normalization of the sent wave-
form to be 1 for simplicity,

∫
dxf2 = 1. Note that

the zero off-diagonal elements involve either
∫
dxf(x −

x0)f
′(x−x0) or

∫
dxf ′(x−x0)f ′′(x−x0), both of which

are integrals of total differentials, which then vanish for
finite time pulses.

The arrival time x0 is asymptotically uncorrelated with

the amplitude A or range resolution l because of the block
form of the Fisher information matrix, so it can be in-
dependently estimated. However, as noted above, the
estimation of l independently from A is challenging be-
cause there are off-diagonal elements. Focusing on just
the estimation of those two parameters reduces the Fisher
information to a 2 by 2 matrix. Inverting this matrix
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then gives the matrix form of the Cramér-Rao bound,
Var[θiθj ] ≥ (I−1)ij , i, j = A, l, where the inverse Fisher
information matrix is given by

I−1 =
Σ′2

Var [p̂2]f

( ∫
dx(f ′′)2 4

lA

∫
dx(f ′)2

4
lA

∫
dx(f ′)2

(
4
lA

)2 )
. (31)

Here we used the notation introduced in Eq. (11). If we
are only interested in the range resolution parameter l,
it is interesting to see the (I−1)ll element of the inverse
Fisher information matrix returns the same result we de-
rived in the deep-subwavelength limit, Eq. (5). The noise
power Σ2 is effectively scaled by A2, so Σ′ = AΣ.
We can now apply Maximum Likelihood estimation

to this multi-parameter estimation problem. We note
that unlike the treatment in Ref. [5], where the estima-
tion of the range resolution is done discarding the total
power in the pulse, here we estimate the three parameters

θ⃗ = (A, x0, l)
T separately. The estimators are found by

considering the maximum likelihood ∂L/∂θj = 0, where
the likelihood is given by

L = − 1

2Σ′2

∫
dx
(
s(x)− µθ⃗(x)

)2
. (32)

The maximization results in the equations
∫
dx(s −

µθ⃗(x))f
(n)(x) = 0 for derivatives n = 0, 1, 2. Replac-

ing the resulting variables with their estimators θ̂j , gives
the optimal estimators. Solving for the squared range
resolution, we find

l̂2

8
=

1

Var[p̂2]f

(∫
dxs(x)f ′′(x)∫
dxs(x)f(x)

+

∫
dx(f ′(x))2

)
. (33)

For multiple repetitions, we replace the data s(x) by
its statistical average at each position x. Clearly if the
variance of p̂2 vanishes, this solution does not exist, as
we anticipated earlier in the section.

VIII. EXPERIMENTAL IMPLEMENTATION

We put in the specially-designed pulses S(t), Eq. (13)
and f(t), Eq. (17) into an arbitrary waveform generator,
which then outputs those waveforms into a 50Ω BNC ca-
ble network and is measured by an oscilloscope. Fig. 6
illustrates the schematic representation of the experimen-
tal apparatus. Upon exiting the waveform generator, the
pulse traveled through Cable B and bifurcated at the T-
junction, with a portion propagating through Cable A.
Due to impedance mismatches, the partial pulse reflected
at the open end of Cable A, traveling a round-trip length
of l, where l/2 is the length of Cable A. In the particular
BNC setup shown in Fig. 6, two pulses are generated.
The objective is to investigate the resolvability in time
(or space) by adjusting Vτ (the inverse bandedge) of the
pulse while maintaining a constant length of l.

Multiple pulses were collected from the oscilloscope
across various pulse lengths for a single Cable A length of

FIG. 6: Proof-of-concept experimental setup of the
optimal pulse for two scatterers. A waveform generator
sends a constructed pulse into a double cable setup with

the length of cable A being l/2.

(a) Plot of the mean of l̂/Vτ vs. l/Vτ . The shaded
band indicates the 1 sigma statistical uncertainty in

the mean.

(b) Plot of the variance of l̂/Vτ vs. l/Vτ

FIG. 7: Vτ is the inverse bandedge of the sinc-cosine
function based S(t) pulse with d = 50. The true

separation distance l is kept constant at 0.61m, and Vτ
is varied. The orange line in plot b) shows the

theoretical bound derived from the Cramér-Rao lower
bound (2).
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(a) Plot of the mean of l̂/Vτ vs. l/Vτ . The shaded
band indicates the 1 sigma statistical uncertainty in

the mean.

(b) Plot of the variance of l̂/Vτ vs. l/Vτ

FIG. 8: Vτ is the inverse bandedge of the
spherical-Bessel function based f(t) pulse with mode
dimension N = 12. The true separation distance l is
kept constant at 0.61m, and Vτ is varied. The orange

line in plot b) shows the theoretical bound derived from
the Cramér-Rao lower bound (2).

0.305 m, so the round trip length l is 0.61 m. The com-
posite return pulse waveforms are of the type c0S(t) +
c1S(t + L/v), where c0 and c1 denote the respective
amplitudes of the primary pulse and its reflection, and
v the speed of the radio wave in the cable. We em-
ployed an root mean square error (RMSE) grid search
method to determine the optimal parameters for Cable
A length (l) and pulse amplitudes (c0 and c1). This iter-
ative optimization technique utilized the collected pulse
data alongside the base pulse waveform to search through
the parameter space until the best fitting parameters are
found, thereby achieving the best fit for the observed
pulses.

Consider the time-dependent pulses shown in Figs. 1
and 4 and results shown of Figs. 7 and 8. The time-

dependent functions S(t) and f(t) are shown in the first

two figures, while the variance and mean of l̂ are shown in
the last two. Specifically, Part (b) of these figures illus-

trates the variance of the measured l̂ against the true sep-
aration l/Vτ , compared to the Cramér-Rao bound. This
analysis facilitated the examination of the relationship
between the variance in Cable A length (l/2) and the
normalized length-to-bandedge ratio (l/Vτ ). The lower

the variance of the measured l̂ is, the better the resolv-
ability of the relative range. The pulse f(t) was closer
to the Fisher information-derived bound than the S(t)
pulse. We believe this comes from the more compact
pulse arising from the spherical Bessel function method,
which is not subject to long-time correlated noise.
Additionally, Part (a) of Figs. 7 and 8 shows the mean

of the measured l̂/Vτ versus l/Vτ . We anticipate a direct

1:1 correlation between the means of the measured l̂/Vτ
and l/Vτ . However, the plot comparing l̂/Vτ against l/Vτ
reveals that the measured l̂/Vτ is marginally greater than
l/Vτ , deviating larger than the expected statistical uncer-
tainty. This discrepancy, revealing systematic error, is
attributed to the experimental setup of the BNC cables
(shown in Fig. 6), which does not conform perfectly to
a two-scatterer model. Instead, there is a series of small
reflections from the T-junction to the cable’s dead end,
producing an infinite series of exponentially diminishing
amplitude reflections. This makes our model give a sys-

tematically larger l̂ value than the experimental reality,
accounting for the mismatch between the mean and true
value of the parameter.

IX. CONCLUSIONS

We have considered the problem of the optimal wave
and waveform for the range resolution estimation prob-
lem in the simplest case of two scatters in a one dimen-
sional geometry. By optimizing the Fisher information
of the range resolution parameter, we found explicit con-
structions for the optimal solution, given the space of
bandlimited functions with a fixed bandedge. In practice
this bandedge is set by the constraints of the environment
one is working in, such as the absorption behavior of wa-
ter versus frequency. We also reexamined the range reso-
lution problem from the point of view of multi-parameter
estimation, where the total loss and timing information
of the return pulse is also considered. Our results were
consistent with the simplest single parameter results de-
rived previously. We have focused here on equal strength
parameters, but this methodology can be adapted to un-
equal strength reflectors as well as multiple reflectors, as
was considered in [5].
We have experimentally implemented the optimal

pulses experimentally, using both the sinc-envelope opti-
mal wave as the spherical Bessel function based method
with matched band edges. Our experimental results show
robust superradar range resolution. Both pulses are com-



8

parable in uncertainty to the theoretical limits set by
the Cramér-Rao bound. The spherical Bessel function
method performs slightly better.
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